
VALVES
DA VINCI

™

18 Dongyu Street, Square One,
11th Floor 1101,Jinjiang District, 
Chengdu, Sichuan CHINA

10F/Tower A, Billion Center, 
1 Wang Kwong Road, Kowloon Bay
Kowloon HONG KONG

TECHNICAL
DATA SHEET

QUALITY 
ASSUREMENT

VALVES
DA VINCI

™

PRODUCT QT
ASSUREMENT

VALVES
DA VINCI

™

COMPANY QT
ASSUREMENT

VALVES
DA VINCI

™

www.davincivalves.com

WATER Series

GROUP 600  
ACCESORIES  

MOD. 
606A/71 .2

TAPPING SADDLES FOR PVC/PE PIPE WITH 
LOOSE FLANGE PN10/PN16



GENERAL CHARACTERISTICS: 
Range OD100 to OD400 
Powder Epoxy Cured coating 250 Mic 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

Nº Part  Material  

1 Body GSJ500 

2 Gasket EPDM 

3 Bolts CS Dacromet 

DN PVC/PE pipe OD A B H L Height Weight  

100 110 65,5 200 160 235 225,5 10,7 

125 125 73 200 170 235 243 11,2 

125 125 73 220 170 235 243 12,3 

140 140 81 200 180 235 261 11,9 

140 140 81 220 180 235 261 13 

150 160 91 200 190 270 281 13,7 

150 160 91 220 190 270 281 14,7 

200 200 111 200 210 270 321 16,2 

200 200 111 220 210 270 321 17,3 

250 250 141 200 240 390 381 30,6 

250 250 141 220 240 390 381 31,6 

300 315 173 200 280 390 453 36,7 

300 315 173 220 280 390 453 37,7 

400 400 219,5 200 330 390 549,5 53,2 

400 400 219,5 220 330 390 549,5 54,2 

TAPPING SADDLES FOR PVC/PE PIPE WITH LOOSE FLANGE 
PN10/PN16
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All the components can be substituted with equivalent or higher-class materials. 

 

STANDARDS: 
Construction Comply with EN545 

Coating standard EN30677 

Pressure Test: EN 12266-1.  

Body: 16 bar.  

 

 

WORKING CONDITIONS: 
Working Temperature:  
- 10 °C - + 120 °C. for EPDM   

- 10 °C - + 82 °C. for NBR 

Connection for PVC and HDPE pipe 

 

APPLICATION: 
Water, HVAC installations, irrigation, industry, others 
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