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WATER Series

GROUP 300  
ACCESORIES 

MOD. 
623A/77

QUICK FLANGE ADAPTOR FOR PVC PIPES



GENERAL CHARACTERISTICS: 
Size DN50 to DN400,  

working pressure PN10/PN16 

Powder Epoxy Cured coating 250 Mic 

 

nº PART MATERIAL 

1 BODY DUCTIL IRON 

2 GASKET EPDM 

3 RING BRASS 
Weight(kg) 

SIZE Pipe OD A B E PVC HDPE 

DN40 50 166 118 55 1.74 1.79 

DN50/60 63 184 156 68 1.84 1.9 

DN60/65 63 184 156 68 1.72 1.78 

DN60/DN65 75 185 139 80 1.89 1.96 

DN80 75 201 161 80 2.46 2.54 

DN80 90 196 151 96 2.46 2.57 

DN100 110 220 181 113 3.09 3.24 

DN125 125 254 211 131 4.14 4.46 

DN125 140 254 212 140 4.32 4.83 

DN150 160 283 244 165 5.45 6.07 

DN200 200 338 297 206 6.25 7.14 

DN200 225 338 299 231 7.18 8.11 

DN250 250 402 360 257 9.73 10.93 

DN300 315 454 412 321 14.04 15.44 

DN400 400 570 529 410 21.8 23.54 

Please note dimension may vary at our discretion 

QUICK  FLANGE ADAPTOR FOR PVC PIPE 

.

 A
 

All the components can be substituted with equivalent or higher-class materials. 

WORKING CONDITIONS: 
Working Temperature:  
- 10 °C - + 120 °C. for EPDM   

- 10 °C - + 82 °C. for NBR 

APPLICATION: 
Water, HVAC installations, irrigation, industry, others 

STANDARDS: 
Comply with EN545 

Pressure Test: EN 12266-1.  

Body: 16 bar.  

Flange EN1092-2 PN10/PN16 

http://www.davincivalves.com/
mailto:info@davincivalves.com


www.davincivalves.com

“ F o r  p r o f e s i o n a l s  w h o  w a n t  m o r e ”

VALVES
DA VINCI

™




