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INDUSTRY Series

GROUP 300 
STRAINERS 

MOD. 320/62

Y STRAINER CF8M F1 PN16 



Y STRAINER PN16 F1 CF8M FLANGED END 

All the components can be substituted with equivalent or higher-class materials. 

 A
 

 

Nº ITEM MATERIAL 

1 Body A351 CF8M 

2 Screen A351 316 

3 Gasket AISI304 + Graphite 

4 Bonnet A351 CF8M 

5 Plug SS316 

6 Nut 2H / AISI 304 

7 Bolt ASTM A192 B7 

ND L D1 D2 D3 b f Z-d Mesh 

15 130 95 65 45 14 1.6 4-14 40 

20 150 105 75 58 16 1.6 4-14 40 

25 160 115 85 68 16 1.6 4-14 40 

32 180 140 100 78 16 1.6 4-18 40 

40 200 150 110 88 16 1.6 4-18 40 

50 230 165 125 102 18 1.6 4-18 40 

65 290 185 145 122 18 1.6 4-18 40 

80 310 200 160 135 20 1.6 8-18 40 

100 350 220 180 158 20 1.6 8-18 40 

125 400 250 210 188 22 1.6 8-18 40 

150 480 285 240 212 22 1.6 8-23 40 

200 600 340 295 265 24 1.6 12-23 40 

250 730 405 355 320 26 1.6 12-27 40 

300 850 460 410 378 28 1.6 12-27 40 

APPLICATION: 
Industry others 

WORKING CONDITIONS: 
Maximum Working Pressure: 16 bar (*) 
Working Temperature: - 29 °C - + 425 °C. 
Media Water,Stem,Oil etc.  

STANDARDS: 
Manufacture according to DIN 3352.  

Face to Face: EN 558-1 Serie 1 (DIN 3202 F1).  

Mounting with flanges: PN10 / PN16 EN 1092-2. DIN 2501. 

Pressure Test: EN 12266-1, DIN 3230 y ISO 5208:  

Body: 24 bars. Seat: 17,6 bars.  
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