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WATER Series

GROUP 600  
ACCESORIES 
MOD. 600/71

UNIVERSAL SADDLES



GENERAL CHARACTERISTICS: 
Range OD50 to OD400 
Powder Epoxy Cured coating 250 Mic 

BSP thread / Metric tread  

 

 

 

 

 

 

  

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

PVC/PE pipe 
OD 

Outlet  A H L h OD Bolt size  

50 3/4"-1 1/4" 85 50 81 25 116,5 M10X35 

63 3/4"-2" 95 53,5 91,2 21 132,7 M10X35 

75 3/4"-2" 110 61,5 102 24 147 M10X35 

90 3/4"-2" 127,5 71 100,5 26 156,5 M10X35 

110 3/4"-2" 147 82 101,5 26 178,5 M10X35 

125 3/4"-2" 166 93,4 111 30 201 M12X35 

160 3/4"-2" 197,5 106 126 26 236,5 M12X35 

200 3/4"-2" 244 129 142,5 28 291 M14X45 

225 3/4"-2" 280 150 155 31 341 M14X45 
 

nº  PART MATERIAL  SPECIFICATION 

1 BODY DUCTIL IRON  EN GJS450-10 

2 GASKET EPDM EN681-1 

3 BOLTS SS304(A2) ISO898-1 

4 WASHER SS304(A2) ISO898-1 

SADDLES FOR PVC/PE PIPE 

.     
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All the components can be substituted with equivalent or higher-class materials. 

 

STANDARDS: 
Construction Comply with EN545 

Coating standard EN30677 

Pressure Test: EN 12266-1.  

Body: 16 bar.  

 

 

WORKING CONDITIONS: 
Working Temperature:  
- 10 °C - + 120 °C. for EPDM   

- 10 °C - + 82 °C. for NBR 

APPLICATION: 
Water, HVAC installations, irrigation, industry, others 
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